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’ - INSET "A” 5’353/
A. Instatll 10’ breakaway pedestal ole with coun-rdown pedestrian signa‘!, heads and APS NUMBERING AND CDNSTRUCTION DETAILS \ H
pushbutton with pedestrian education sign (R10-4(1) mod. (Note: 1-3” 90° polyvinyl SCALE: 1%=10" 45 ) \ .
chloride (Schedule 80) bend.) _ -- \ s ( o (
B. Instal!l handholse. \(\ : % >, °.: ., 13/
"C. Install proposed parailel handicap ramp (STD. No. MD 655.13) with detectable warning \0 \ O AN
surface (STD. No. MD 655.40). (Note: Contractor shali install 5° flat area from face of \\ S
curb to front of sidewalk.) »;3\\ \ O . e °, C°
fa) ’.c- \
D. Install proposed parailel handicap ramp with de-rec?oble wqrn!ng surface A \\\ ¢ °.
(STD. No. MD 655.40). (Note: Contractor shall instail 12’ fiat area from \\ \ /\ \
face of curb to back of sidewalk.) 2\ \\\\ O
£« Install proposed paraliel handi op ramp (STD. No. MD 655.12) with detectable warning %\T__ \ é
surface (STD. No. MD 655.40). - . p 4\ \ 7.
F. Install 4” poiyvinyl chioride electrical conduit (Schedule 80) (slotted). ‘%\\\ \\ 3§)
G. Install 3” polyvinyl chioride electrical condut+t (Schedute 80) (frenched). . \\%
H. Install 12" white heat Gpplied preformed theromplastic pavement marking. (Crosswclk) \
{(Note: Contractor shail grind existing cr‘osswak and Instai!l new crosswalks centered on '7
proposed ramps. ) \ O
<o
J. Install 24” white heat applied preformed ’rheromplosﬂc pcvemenf marking.(s+op!ine) = \
: {Note: Contractor shall grind existing stopline.) \
K. Install propo'sed ground mounted sign on 4"xs" wood post as shown. \

L. Contractor shalil remove 88’

of existing quardrail

and 33’

of macadam curb.

The INSET “B”

\\ B not center to center of pole.

1. Atl underground utilities shown on these plans are schematic only and
may not be compiete. The contractor shall be responsible for notifying
"MISS UTILITY” prior to construction so that all utiiities may be located
in the field. If the contractor perceives that a conflict between the -
utilities and the traffic signal will occur, the confractor shall notity.
the project engineer immediately so that the conflict may be resolved.

2. All Traffic Signal Foundations shall be Installed at the Final Sidewalk:
or Curb grade for ciosed sectionss Highest Roadway Profile Grade for
open sections. t0 meet clearances as spscified in MD 816.03, MD 818.01,
MD 818.02, and MD 818.04 The contractor shall verify ultimate grades
prior to the installation of all signal equipment.

3. Atl pavement markings detaiied are proposed and are 0 be instailed in .
accordance with SHA standards. All crosswalks shall be cen’rered on
handicap ramps or median cut throughs.

4. Poles are to be located so that they can be activated by a person ina
wheelichair from a 60”x 60" ievel landing area. A leve! landing area is an
area with a cross slope of less than or equai to 2%.

5. If the location of Accessible Pedestrian Signal Pushbuttons must be changed

. the contractor shall notify the Project Engineer to get approvai for new '
location to ensure proper requirements of the MUTCD are still met. All work
must be halted until| the Project Engineer has obtained an approved location
or if necesary a design waiver is obtained.

6. Pushbutton is to be located so that a pedestrian in a whaelchair ¥occ‘red on
the level landing area, doss not have +o reach more than 187,

7. The separation between pushbuttons is to be measured from fcca of pushbuﬂon.
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M. Contractor shall install traffic barrier end treatment (STD. No. MD 605.03). : . . '
end treatment on Stepneys Lane is shown for display purposed only. Its actual NUMBERING AND CONSTRUCTION DETAILS i \ ~ DEPARTMENT OF TRANSPORTATION
location shali be within the break and shall be marked accurately In the field. SCALE: 1”=10' _ ~ , \;\ \ -~ STATE HIGHWAY ADMINISTRATION ,
, ~ -
N. Use existing handhole and/or conduit. \\\ MD 253 (MAYO ROAD) AND
0. Use existing cabinet and controller. \ LONDGNTOWN ROAD/ )
P. Remove existing pedes+r¥cn signal head and any other pedestrian assocliated equipment :
from strain pole. * STEPNEYS L ANE
0. Remove existing overhead R10-12_ sign. - . :
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